REVISIONS
LTR DESCRIPTION DATE APPROVED

NOTES: UNLESS OTHERWISE SPECIFIED

1. P/N: 9205—-HS
INSULATOR: HEAT SHRINK TUBING 221. BLACK.

BODY: BRASS. 40p [1.02um] MIN GOLD OVER NICKEL
PLATED.

CONTACT: BeCu OR PHOSPHOR BRONZE. 40u [1.02um]
MIN GOLD OVER NICKEL PLATED.

2. P/N: 9203COLOR
HOUSING: MOLDED NYLON. AVAILABLE IN TEN COLORS.

FRAME: BRASS. NICKEL PLATED.
CONTACT: BeCu OR PHOSPHOR BRONZE. NICKEL PLATED.

3. P/N: W—200/COLOR
22AWG 65X40 TINNED COPPER

0.070 [1.78] O.D. PVC INSULATION
AVAILABLE IN TEN COLORS.

4. PERFORMANCE
MAXIMUM CURRENT: 2.5 AMPS

MAXIMUM VOLTAGE: 1000 (300 UL) W.V.D.C.
MAXIMUM TEMPERATURE: 221°F (105°C)
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MAXIMUM TESTED RATINGS IN A HANDS-FREE CONTROLLE
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