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PART No PANEL THICKNESS PANEL HOLE DIA 'A' REF MAX BUNDLE DIA 'B' 'C' 'D'
PGSA-0407A 0.4-1.0 7 0.1 10.4 4.8 5 0.7
PGSA-1013A 1-1.5 13 0.1 16.2 9.2 5.3

1.1
PGSA-1316A 1-1.4 16 0.1 19.4 12.2 5.4
PGSA-1519A 1-1.5 19 0.1 22.7 14.3 5.7

1.4
PGSA-1822A 0.8-1.6 22 0.1 25.5 17.6 5.6
PGSA-2024A1 0.8-1.2 24 0.1 27 19.5 5.3 1PGSA-2024A 1-1.6
PGSA-2327A 0.4-1.0 27.1 0.1

35.1
22.9 6

1.5
PGSA-2529A 0.4-1.1 29 0.1 24.5 7

PARTS AVAILABLE BY SPECIAL ORDER IN NYLON 6/6 UL94 V-0 (RMS-19). TO ORDER ADD '-V0' TO END OF PART NUMBER.
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RICHCO INTERNATIONAL Co. Ltd. AND MAY NOT BE DISCLOSED OR
REPRODUCED IN WHOLE OR PART WITHOUT THEIR WRITTEN CONSENT.
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INFORMATION CONTAINED IN THIS DOCUMENT IS CONFIDENTIAL TO

1

ALL DIMENSIONS IN mm
GENERAL TOLERANCES 0.25
UNLESS OTHERWISE STATED
1 DECIMAL PLACE 0.25 
2  DECIMAL PLACES  0.10
ANGULAR 
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