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PRINTED CIRCUIT PINS • NAIL HEAD TYPE

1179
1179-0-00-XX-00-00-33-0
Solder mount in 1,12 mounting hole

2381
2381-0-00-XX-00-00-33-0
Solder mount in 1,37 mounting hole

0,51

15,49

2,54 DIA.

1,52 DIA.

6142
6142-0-00-XX-00-00-33-0
Solder mount in 1,63 mounting hole

0,51

16,87

1,52 DIA.

1,02 DIA.

0,25

3,94

2,03 DIA.

1,27 DIA.

0,64

8,26

4,75 DIA.

1,91 DIA.

8086
8086-0-00-XX-00-00-33-0
Solder mount in 2,01 mounting hole

0,64

4,7

3,18 DIA.

1,57 DIA.

9022
9022-0-00-XX-00-00-33-0
Solder mount in 1,68 mounting hole
Also available on 24mm wide carrier tape:
1,500 parts per 330mm reel.
Order as: 9022-0-57-XX-00-00-33-0

0,81

7,32

1,83 DIA.

1,14 DIA.

9872
9872-0-00-XX-00-00-33-0
Solder mount in 1,24 mounting hole

0,64

6,73

1,83 DIA.

1,5 DIA.

9265
9265-0-00-XX-00-00-38-0
Solder mount in 1,6 mounting hole

SPECIFICATIONS:

Pin Material:  Brass Alloy 360, 1/2 Hard
( Except where noted )

Dimensions:  Millimeters

Tolerances On:   Lengths:       ± 0,13
Diameters:   ± 0,051
Angles:          ± 2 °

RoHS - 2
2011/65/EU

ORDER CODE:  XXXX - 0 - 00 - XX - 00 - 00 - XX - 0

BASIC PART # SPECIFY PIN FINISH:
01  5,08μm TIN/LEAD OVER NICKEL
80  5,08μm TIN OVER NICKEL (RoHS)
15  0,25μm GOLD OVER NICKEL (RoHS)
21  0,51μm GOLD OVER NICKEL (RoHS)
34  1,27μm GOLD OVER NICKEL (RoHS)

2,49 DIA.

0,46 DIA.

0,51

1,24

4541
4541-0-00-XX-00-00-03-0
Solder mount in 0,56 mounting hole

1,5 DIA.

1,5 DIA.

1,7 DIA.

1,83 DIA.
0,76

6,65

0,86

2,87

1980
1980-0-00-00-XX-00-03-0
Surface mount, Target Connector
Also available on carrier tape: 1,450 parts per  
330mm reel.  Order as: 319-10-1XX-40-080001


